HSG63A-ER COLLET CHUCK
BALANCED TO 25,000 RPM AT G2.5

Features:
- Dynamically balanced to G2.5/25,000 RPM to meet today’s demanding need in aggressive high speed machining.
- Use standard ER collets for fast set-ups on CNC machines.
- For parallel, square or hex shapes as well as for cross-hole drilling at 60, 90 or 120 degrees.
- Made of Alloy tool steel hardened and ground to 0.0005” flatness, sureness and parallelism.
- May be used standing upright.
- Block dimensions are approximately 1-3/4” x 1-3/4” x 2-3/4”.
- 15/16” through-hole allows for long parts to be machined.
- ER wrench not included, can be purchased separately.

<table>
<thead>
<tr>
<th>Item</th>
<th>Base Code</th>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>6920-3204</td>
<td>I</td>
<td>Square ER-32 Collet Block</td>
<td>$88.00/PC</td>
</tr>
<tr>
<td>6920-3206</td>
<td>II</td>
<td>Hex ER-32 Collet Block</td>
<td>$88.00/PC</td>
</tr>
</tbody>
</table>

ER32 COLLET BLOCK

Features:
- Use standard ER collets for fast set-ups on CNC machines.
- For parallel, square or hex shapes as well as for cross-hole drilling at 60, 90 or 120 degrees.
- Made of Alloy tool steel hardened and ground to 0.0005” flatness, sureness and parallelism.
- May be used standing upright.
- Block dimensions are approximately 1-3/4” x 1-3/4” x 2-3/4”.
- 15/16” through-hole allows for long parts to be machined.
- ER wrench not included, can be purchased separately.

<table>
<thead>
<tr>
<th>Item</th>
<th>Base Code</th>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>6920-3204</td>
<td>I</td>
<td>Square ER-32 Collet Block</td>
<td>$88.00/PC</td>
</tr>
<tr>
<td>6920-3206</td>
<td>II</td>
<td>Hex ER-32 Collet Block</td>
<td>$88.00/PC</td>
</tr>
</tbody>
</table>

ER COLLET CHUCK

Features:
- Dynamically balanced to G2.5/25,000 RPM to meet today’s demanding need in aggressive high speed machining.
- Use standard ER collets for fast set-ups on CNC machines.
- For parallel, square or hex shapes as well as for cross-hole drilling at 60, 90 or 120 degrees.
- Made of Alloy tool steel hardened and ground to 0.0005” flatness, sureness and parallelism.
- May be used standing upright.
- Block dimensions are approximately 1-3/4” x 1-3/4” x 2-3/4”.
- 15/16” through-hole allows for long parts to be machined.
- ER wrench not included, can be purchased separately.

<table>
<thead>
<tr>
<th>Item</th>
<th>Base Code</th>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>6920-3204</td>
<td>I</td>
<td>Square ER-32 Collet Block</td>
<td>$88.00/PC</td>
</tr>
<tr>
<td>6920-3206</td>
<td>II</td>
<td>Hex ER-32 Collet Block</td>
<td>$88.00/PC</td>
</tr>
</tbody>
</table>

ER32 WRENCH

Features:
- Use standard ER collets for fast set-ups on CNC machines.
- For parallel, square or hex shapes as well as for cross-hole drilling at 60, 90 or 120 degrees.
- Made of Alloy tool steel hardened and ground to 0.0005” flatness, sureness and parallelism.
- May be used standing upright.
- Block dimensions are approximately 1-3/4” x 1-3/4” x 2-3/4”.
- 15/16” through-hole allows for long parts to be machined.
- ER wrench not included, can be purchased separately.

<table>
<thead>
<tr>
<th>Item</th>
<th>Base Code</th>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>6920-3204</td>
<td>I</td>
<td>Square ER-32 Collet Block</td>
<td>$88.00/PC</td>
</tr>
<tr>
<td>6920-3206</td>
<td>II</td>
<td>Hex ER-32 Collet Block</td>
<td>$88.00/PC</td>
</tr>
</tbody>
</table>