INDUSTRIAL TOOLS

6-JAW SELF-CENTERING SCROLL LATHE CHUCK creAT 1S09001 m
(PLAIN BACK) | GraEAT J(1S0900)
H

Features:

e Two-piece reversible Jaws;
Jaws are composed of top
and bottom pieces.

e Highly durable; Steel inner
mechanisms are quench
hardened to increase
toughness.

e Plain back.

e RPM 2000 r/min.

Diameter z Price
0559-0206 6"/160mm 6.299" 5.118" 5.590" 1.772" 4.134" 2.559" 0.197" 3-M8 $598.00/PC
0559-0208 8"/200mm 7.874" 6.496" 7.087" 2.559" 4.606" 2.953" 0.197" 3-M10 $693.00/PC
D1 TYPE ADAPTOR, SEMI-FINISHED SEMI-FINISHED THREADED BACK PLATE m
Features:

e D1 type adaptor for most 3-jaw, 6-jaw
plain back chucks.
e Direct mounting on camlock spindle noses.
e The back plate shoulder requires machining.
For instructions on truing back plate.

Features:

e Fits most plain back chucks.

e The back plate shoulder
requires machining. il
For instructions on truing o
back plate.

Item Chuck  Spindle Price
Diameter  Taper

2600-0517 $105.00/PC
2600-0510 o D1-4 $112.00/PC
2600-0518 6" D1-3 $140.00/PC
2600-0511 6" D1-4 $139.00/PC
2600-0512 8" D1-4 $171.00/PC
2600-0515 8" D1-5 $186.00/PC

Item Chuck Thread Price

2600-0513 8" D1-6 $186.00/PC Diameter
For 3-Jaw, 4-Jaw & 6-Jaw Self-Centering Chucks
0303-0108 &’ 1"-8 $62.00/PC
L-00 TYPE ADAPTOR, SEMI-FINISHED 0303-0110 3" 1"-10 $62.00/PC
- 0304-0108 4" 1"-8 $73.00/PC
Features: 0304-0110 4" 1"-10 $73.00/PC
o For Sjaw plain back chucks. 0304-1128 4" 1-1/2"-8 $73.00/PC
e Direct mounting on e spindle noses.
e The back plategshouldelyrpequﬁ'es machining. 0305-0110 5 1"-10 $83.00/PC
For instructions on truing back plate. 0305-1128 5" 1-1/2"-8 $83.00/PC
0306-1128 6" 1-1/2"-8 $119.00/PC
0306-2148 6" 2-1/4"-8 $119.00/PC
ltem Chuck Spindle Price 0308-1128 8" 1-1/2"-8 $156.00/PC
Diameter  Taper 0308-2148 8" 2-1/4"-8 $156.00/PC
2700-0500 6" L-00 $215.00/PC For 4-Jaw Independent Chucks
2700-0501 8" L-00 $252.00/PC 3406-1128 6" 1-1/2"-8 $119.00/PC
2700-0502 10" L-00 $333.00/PC 3408-1128 8" 1-1/2"-8 $156.00/PC

Machine the extruded part to match the dimensions of
the intruded part of the lathe chuck. Ensure a precise
------------ fit to avoid any play or misalignment. View more details
at accusizetools.com/blogs/default-blog

Machine the extruded part to match the dimensions of
the intruded part of the lathe chuck. Ensure a precise
fit to avoid any play or misalignment. View more details
at Accusizetools.com: https://accusizetools.com/blogs/
default-blog/installing-a-plain-back-lathe-chuck-and-a-

camlock-backplate-onto-a-lathe-machine
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